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PRODUCTION OVERVIEW

GENERAL REQUIREMENTS

This rider describes the preferred general setup for Di Franco / Negro Duo: Gabriele di Franco on semi-acoustic guitar and

effects, and Francesco Negro on acoustic piano. Some performances include one guest vocalist. The final formation, backline

and signal routing must be confirmed during the written technical advance.

STAGE & ROOM

Minimum clear stage: 6 m wide x 4 m deep. Preferred: 8 m x

5 m. Stable, level, clean and protected from weather. Provide

safe stage access, a black backdrop where possible,

adequate working light and a quiet performance environment.

PA & FOH

Professional full-range stereo PA with even coverage and

sufficient headroom for acoustic music. Digital console with at

least 12 inputs, 6 mix buses, full input processing and scene

recall. FOH must be positioned in the audience area.

MONITORING & POWER

Two independent monitor mixes and two low-profile wedges

for the duo. When the guest vocalist is confirmed: three

independent mixes and three wedges. Clean 230 V power

at the guitar/effects position. All power and audio cabling must

be safely secured.

CREW & SCHEDULE

A qualified house FOH engineer and one stage technician are

required from setup through load-out. All venue-supplied

equipment must be installed, patched and line-checked before

soundcheck. Venue staff must remain available throughout the

performance.

LIGHTING

Warm, even front light on piano and guitar with subtle

backlight. If the optional vocalist performs, provide an

additional focused front position at downstage centre. Avoid

heavy haze and fast movement unless agreed in advance.

TECHNICAL ADVANCE

Confirm formation, optional vocalist, stage dimensions, piano,

guitar amplifier, PA, console, microphones, DI boxes,

monitors, lighting, schedule and direct technical contact no

later than 21 days before the show.
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AUDIO

PREFERRED INPUT LIST

Professional equivalents are accepted after advance. Channels marked OPTIONAL are only required when that setup is confirmed.

CH SOURCE MIC / DI NOTES

01 Acoustic piano - low DPA 4099P / SDC matched piano pair

02 Acoustic piano - high DPA 4099P / SDC matched piano pair

03 Guitar effects L active DI balanced output

04 Guitar effects R active DI balanced output

05 Guitar amplifier Sennheiser e906 / SM57 if amplifier is used

06 Guest vocal - OPTIONAL KMS 105 / Beta 58A boom stand

07 Spare / talkback SM58 by advance

DIGITAL PIANO ALTERNATIVE

When an acoustic piano cannot be supplied and the alternative

has been approved in writing, provide a professional 88-key

weighted stage piano with sustain pedal, adjustable bench and

two active DI boxes. Exact model to be confirmed during

advance.

MONITOR MIXES

MIX 1 - PIANO

MIX 2 - GUITAR

MIX 3 - GUEST VOCAL (OPTIONAL)

Final routing and shared content will be agreed during

soundcheck.

IMPORTANT

The guitarist travels with guitar and effects unless otherwise confirmed. The venue must clarify during advance whether the show uses

stereo DI, guitar amplifier, or both. Do not sum stereo outputs without prior approval.
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STAGE PLAN

AUDIENCE VIEW

Preferred standard layout. Exact placement, piano orientation and the optional vocalist position will be confirmed during advance.

UPSTAGE

ACOUSTIC PIANO
MIX 1

GUITAR + EFFECTS
MIX 2

GUEST VOCAL
MIX 3 · OPTIONAL

DOWNSTAGE / AUDIENCE

STAGE NOTES

Provide one adjustable piano bench, one black armless chair, two black music stands and appropriate stand lights. Add one vocal

boom stand and a third wedge when the guest vocalist is confirmed. Keep sightlines between both musicians clear.

TWO MUSICIANS. ONE LIVING DIALOGUE.
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PRODUCTION SCHEDULE

SHOW DAY

LOAD-IN Minimum 2 hours before doors

STAGE SETUP / PATCH 45 minutes

SOUNDCHECK - DUO Minimum 60 minutes

SOUNDCHECK - WITH VOCALIST Minimum 75 minutes

CHANGEOVER Minimum 30 minutes if festival setup

SHOW 60-75 minutes unless otherwise contracted

BACKLINE & FURNITURE

Acoustic piano: well-maintained concert grand or baby grand, preferably minimum 170 cm, tuned to A=440 on show day, with

adjustable bench. Guitar: quality clean guitar amplifier (Fender Twin Reverb, Deluxe Reverb or professional equivalent) when

requested. Provide one black armless chair, two black music stands, stand lights and all required power distribution. Optional vocalist

requires one additional vocal microphone, boom stand and monitor wedge.

IMPORTANT

This is a general website rider for the standard duo and the optional guest-vocal formation. It is not a substitute for the

engagement-specific technical advance. Formation, instrument supply, signal routing, backline and stage layout may change and

require written approval. Any deviation must be discussed before the show day.

TECHNICAL ADVANCE & BOOKING

BONGAERTS PRODUCTIONS

Wouter Bongaerts · Founder & Manager

bookings@bongaertsproductions.com  ·  +32 485 20 85 93

www.bongaertsproductions.com  ·  Groenstraat 8 · 3621 Rekem · Belgium

SEND TECHNICAL ADVANCE  →
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